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A.INSTALL NEMA SIZE “6” BASE MOUNTED CABINET AND CONTROLLER WITH ALL B, 3 : TO MD 193
NECESSARY EQUIPMENT (NOTE: 2-2 IN. AND 2-4 IN. 90 DEGREE BENDS). T Ee——
B.INSTALL A 16.5 FT. STEEL POLE WITH A 70 FT. MAST ARM. 15 FT “T” DIMENSION. FOUNDATION. 1
GEbe GRCLAC IO JEfos, SICNG, VIgeg abiect % cgas; o cquunion L YOuK
“BUSH BUTTON 10 CRUSS NEW HAMPSHIRE AVE’e (NDTE: 1o3 TN, BVC 80 DEGREE BEND). LL.INSTALL A 16.5 FT. STEEL POLE WITH A 50 FT. MAST ARM., 15 FT “T” . . g
C.INSTALL A 16.5 FT. STEEL POLE WITH A 60 FT. MAST ARM. 15 FT “T” DIMENSION. FOUNDATION, DIMENSION, FOUNDATION. LED TRAFFIC SIGNAL HEADS. SIGNS. VIDEQ RN / LINE HEIGHTS (LH) 1 LINE HEIGHTS (LH) 2
LED TRAFFIC SIGNAL HEADS. SIGNS, VIDED DETECTION CAMERA, LED COUNTDOWN PEDESTRIAN DETECTION CAMERA. LED COUNTDOWN PEDESTRIAN SIGNAL HEAD, ACCESSIBLE S 5 /
SIGNAL HEADs ACCESSIBLE PUSHBUTTON AND R10-3(1) SIGN TO READ “PUSH BUTTON PUSHBUTTON_AND R10-3(1) SIGN TO READ °PUSH BUTTON TO CROSS NEW HAMPSHIRE I COMMUNICATION 1 — 24'-0" NEUTRAL - 270"
TO CROSS EAST-WEST HWY”, (NOTE: 1-3 IN. PVC 90 DEGREE BEND). AVE®. (NOTE: t-3 IN. PVC 90 DEGREE BEND). TR i /
D. INSTALL A 16,5 FT. STEEL POLE WITH A 60 FT. MAST ARM. 15 FT. “T“ DIMENSION. FOUNDATION, P Sy S COMMUNICATION t - 26 -0 PRIMARY - 433
LED TRAFFIC SIGNAL HEADS. SIGNS, VIDED DETECTION CAMERA, LED COUNTDOWN PEDESTRIAN < - SECONDARY - 29'-0"
SIGNAL HEAD, ACCESSIBLE PUSHBUTTON AND R10-3(1) SIGN TO READ “PUSH BUTTON GENERAL NOTES PEPCO “~_3B1-275 PRIMARY — 135
TO CROSS ETHAN ALLEN AVE”. (NOTE: 1-3 IN. PVC 90 DEGREE BEND). 1. MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE ~ >
E.INSTALL A 10 FT. BREAKAWAY PEDESTAL POLE WITH FOUNDATION SHA STD. MD 801-01.01. BREAKAWAY CONTRACTOR UTILIZING MDSHA STANDARD TYPICALS FOR 858827
COUPLINGS, LED COUNTDOWN PEDESTRIAN SIGNAL HEAD, ACCESSIBLE PUSHBUTTON AND R10=3(1} SIGN TRAFFIC CONTROL.
TO READ “PUSH BUTTON TO CROSS ETHAN ALLEN AVE” (NOTE: 1-3 INCH PVC 90 DEGREE BEND). 2. THE CONTRACTOR SHALL CONTACT MISS UTILITY TO VERIFY ALL
F.INSTALL A 10 FT. BREAKAWAY PEDESTAL POLE WITH FOUNDATION SHA STD, MD 801-01.01, BREAKAWAY UNDERGROUND UTILITIES PRIOR TO THE INSTALLATION OF
COUPLINGS. LED COUNTDOWN PEDESTRIAN SIGNAL HEAD: ACCESSIBLE PUSHBUTTON AND R10-3{(1) SIGN PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS ARISE
TO READ “PUSH BUTTON TO CROSS EAST-WEST HWY” (NOTE: 1-3 INCH PVC 90 DEGREE BEND). THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER. PEPCO LINE HEIGHTS (LH) 3
G. INSTALL A 10 FT. BREAKAWAY PEDESTAL POLE WITH FOUNDATION SHA STD. MD B01-01.01., BREAKAWAY 3. WITHIN 36 IN. OF UNDERGROUND UTILITY LOCATIONS., THE CONTRACTOR SHALL L 858826
COUPLINGS, LED COUNTDOWN PEDESTRIAN SIGNAL HEAD, ACCESSIBLE PUSHBUTTON AND R10-3(1) SIGN REQUIRED TO EXCAVATE FOR FOUNDATION AND CON _ 19/ _g”
3 3 5 BE VATE F DATI DUIT BY HAND, GUY 19’ -8
TO READ "PUSH BUTTON TQ CROSS NEW HAMPSHIRE AVE” (NOTE: 1-3 INCH PVC 90 DEGREE BEND). ALL TRAFFIC SIGNAL FO SHALL BE INSTAL ; ,,
H.INSTALL ELECTRICAL HANDHOLE. L CONDUIT (TRENGHED) ¥ ClRe GRADE FOR CLOSED SECTIONS, HIGHEST ROADMAY BROLIIE-cRANAL SIDENALK OR NELITRAL 1 - 20 -0
. 2 . PYC ELECTRICA . : _ P
K.INSTALL 2 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENGHED) - FOR PROPOSED UNDERGROUND B aTe oa. HeE INTRGATANCES AS SPECIFIED IN WD SRADES PRIOR 20 THE INGTaL Lot 1N NEJTRAL 2 2e, 9,
RELEHC e e AT M MK COARUIT M CEAVE oL T SIS UL STRING ATVTICTY. g2 BIE Stowl et SECONDMRY gl
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L-INSTALL 3 IN. SCHEDULE 80 RIGID FVC ELECTRICAL CONDUTT (TRENCHED). 5. THE CONTRACTOR SHALL INTEGRATE PROPOSED CONCRETE FOUNDATIONS WITH NEW SIDEWALK RAMP PRIMARY 40
N INSTALE 3 IN: SSHEDULE B0 RIGID PVC ELECTRICAL CONDUIT (SLOTTED). 6. THE SHA SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING. THE CONTRACTOR
D INSTALL 4 IN. SCHEDULE 80 RIGID VG ELECTRICAL CONDUIT (SLOTTED). SHALL BE RESPONSIBLE FOR ROUTING AND PROPERLY LABELING ALL SIGNAL CABLES.
PLAENIE cXishinG TRAEIC SIOML ERUTPIENT, EloVE TONGATION 12 IN. Low I: [ GoTRAcTOR SHALL sbuc i pisroSe bF ML aBoON FuCTRICH CABLES. | L 4
0.REMOVE EXISTING ELECTRICAL HANDHOLE AND BACKRILL WITH SELECT BORROW. CAP AND " CONTRACTOR UPON COMPLETION OF THE SIGNAL MODIFICATION Oy,
ABANDON EXISTING CONDUIT AND REMOVE ALL UNUSED WIRE. 9. THE CONTRACTOR SHALL VERIFY THE PROPOSED POLE LOCATION(S) PRIOR TO INSTALLATION.
S.REMOVE EXISTING SIDEWALK AND RAMP, CONSTRUCT NEW SIDEWALK RAMP (SHA STO. MD 655.12) 19°ALL PAVEMENT MARKINGS SHALL BE INGTALLED [N ACCORDANCE WITH MOSHA SlANDARDAN S AND CUT-THROUGHS.
s. . L] - - -
WITH _DETECTABLE WARNING SURFACE (SHA STD. MD 655.40). 12.LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTONS MUST MEET LOCATION REQUIREMENTS OF MUTCD
T.CONSTRUCT STANDARD TYPE "A” CURB AND GUTTER AROUND EXISTING CHANNELIZING ISLAND. SEC. 4E.09 AND FIG. 4E.2: AND THE NCHRP PUBLICATION, “ACCESSIBLE PEDESTRIAN SIGNALS: GUIDE TO BEST STATE OF MARYLAND
CONSTRUCT SHA STD. MD 655.21 ISLAND CUT-THROUGHS WITH DETECTABLE WARNING SURFACES PRACTICE.” IF NOT MET. THE CONTRACTOR IS TO STOP WORK ON PUSHBUTTON LOCATIONS UNTIL THE CONFLICT DEPARTMENT OF TRANSPORTATION
SHA STD. MD 655,40, (SEE DETAIL SHEET SG-03). CONSTRUCT 5 IN. CONCRETE SIDEWALK WITHIN HAS BEEN RESOLVED, 'IF NEEDED. A DESIGN WAIVER SHALL BE OBTAINED AND APFROVED BY THE DIRECTOR. OFFICE OF STATE MIGHWAY ADMINISTRATION
U. [NSTALL METERED SERVICE PEDESTAL (NOTE: 2-2 IN. AND 1-4 IN. 90 DEGREE PVC BENDS). 3. S T0 BE_LOCATED SO THAT A AN IN
U NSTALE EFLGTRTar hkpaDLE: INTeS CEPT ekisriNG Cholit Al 13.PUSHBUTTON 1S TO BE_LOCATED SC PEDESTRI A WHEELCHAIR LOCATED ON THE LEVEL LANDING AREA DOES NOT OFFICE OF TRAFFIC & SAFETY
Hﬁéﬁth T2 1N i TE PrEPOMED TUERNOPLASTIC Eﬂgﬁgﬂ VARKINGS FOR CROSSWALK. 14. THE_CONTRACTOR SHALL ENSURE THE EXISTING TRAFFIC SIGNAL REMAINS OPERATIONAL UNTIL RECONSTRUCTED TRAFFIC SIGNAL IS TRAFFIC ENGINEERING DESIGN DIVISION
7:USE EXTSTING GONDUIT ' 12+ CANDING AREA. K LEVEC ANDING AREA 15 AN ARA WITH & CHOSS SCUPE DF obs MHAN GG EqAL 1o oW A 60 IN. x 60 IN. LEVEL MD 650 (NEW HAMPSHIRE AVENUE) AT
AA.RECONSTRUCT EXISTING SIDEWALK OR MONOLITHIC MEDIAN. y
BB EXTSTING HICRALOOP PROBE oo R O T D AN . INDING AND RESURFACING 16.PUSHBUTTON ARROWS SHOULD BE TURNED PARALLEL TO THE CROSSWALK FOR WHICH THEY ARE INTENDED.
AL RO OO RO S i 005 REMOVED DL . 17.ALL ACCESSIBLE PEDESTRIAN CONTROL EQUIPMENT SHALL BE DELIVERED TO'THE SHA SIGNAL SHOP FOR TESTING AND PROGRAMMING PRIOR MD 410 (EAST-WEST HIGHWAY)
S5 FMOVE X T ING Mo oo P B I D NG D BESUREACING. 0P PROBE SET 18.ALL TRAFFIC SIGNAL MODIFICATIONS SHALL BE CONSTRUCTED PRIOR TO SIDEWALK INSTALLATION. Takoma Park, MD
EE. INSTALL GROLND MOUNTED SIGN ON ORE 4 TN. x 4 1R. 500D Post  Tspr MICROLLO g 19-THE 10 FT. MINIMUM SEPARATION BETHEEN PUSHBUTTONS IS TO BE MEASURED FROM FACE GF PUSHBUTTON TO FACE OF PUSHBUTTON, NOT CENTER
. . : . . APPROV, REVISION
Be INSTALL SPOUND MOUNTED 2SCN-ON 1D 3 IN. X € IN. WOOD POST.c(SEE NOTE 23) 20.THE CONTRACTOR SHALL INSTALL ALL CONDUIT PRIOR TO SIDEWALK AND RAMP CONSTRUCTION. OVALS SIONS SIGNALIZATION PLAN SHEET
HH INSTALL 5 IN. DDUBLE YELLOW LEAD FREE REFLECTIVE THERMOPLASTIC PAVEMENT MARKINGS. 21.THE CONTRACTOR SHALL REMOVE AND REPLACE CONCRETE SIDEWALK AT THE NEAREST JOINT. (D) SIGNAL RECONSTRUCTION
JJ. INSTALL 4 IN. SCHEDULE BO RIGID PVC ELECTRICAL CONDUIT ( TRENCHED) — FOR PROPOSED 22.THE CONTRACTOR SHALL MAINTAIN PEDESTRIAN ACCESS THROUGH THE INTERSECTION DURING CONSTRUCTION WITH NECESSARY DETOURS AT THE SCALE__1" = 20' ADVERTISED DATE___ 82172 CONTRACT NO. __P-343-001-385
NPT CSTUB WITH PULL STRING &5 UTILITS POLE FoR USE &Y Dineke,'c A 23.W00D SUPPORTS INSTALLED. IN CONCRETE SHALL BE INSTALLED WITH A SLEEVE AS DIRECTED BY THE ENGINEER N7 SHA MO, Perees
KK.REMOVE EXISITNG HANDHOLE. INSTALL INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL 24.THE CONTRACTOR SHALL REFER TO FIGURE 38-17a OF THE 2006 MARYLAND M.U.T.C.D. FOR CROSSWALK HATCHING PAVEMENT MARKING DETAIL. TEAM LEADER X { Py A _
CONDUIT (TRENCHED} TO THE PROPOSED HANDHOLE. 25.VIDEOQ CAMERA LOCATION/ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER. > fr= &A= DESIGNED BY MATTHAL COUNTY PRINCE GEORGE'S
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